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Cascade™ Shower Panels are a 

decorative and highly practical range of 

interior panels for bathroom, shower and 

wet room applications. Featuring unique 

properties, they provide a flush waterproof 

and moisture resistant wall. Available in 

a great choice of colours they are easily 

installed to existing or new walls and can 

be affixed to all types of surfaces. 

They are a cost effective and practical 

alternative to tiling, do not require grouting, 

require minimal maintenance, and feature 

easy-clean, wipe-free surfaces to keep 

their look and water repellent properties. 

These extra wide panels quickly fit together 

and come with a range of finishing trims to 

ensure a great look backed with a 10 year 

guarantee. 

shower & bathroom panels



Cascade™ Shower Panels are hygienic and easier to maintain than tiles. There is no grouting that will 

discolour in time and require a minimum of maintenance to keep in pristine condition. Simply wipe down with 

hot soapy water and a soft cloth. Abrasive cleaners must not be used on the panels.

care and maintenance

available in a great range of colours

black sparkle
PW-1000-BS

blue/black craquelle
PW-1000-BBC

high gloss white
PW-1000-HGW

subtle grey marble
PW-1000-SGM

pergamon
PW-1000-PG

grey marble
PW-1000-GM

rainbow sparkle
PW-1000-RS

white sparkle
PW-1000-WS

Cascade™ Shower Panels have a high gloss finish, are waterproof and designed specifically for showers 
and wet rooms. They have insulation and sound proof properties and can be fitted over existing tiles. These 
larger width panels are easier and quicker to fit than conventional panels. No training is required. Cascade™ 
Shower Panels are a high specification PVC, with a strong construction, which provides a greater impact 
compression resistance. They are ideal for the home, commercial, hotel, school or in the work place.



• Width: 1m, Height: 2.4m, Thickness: 10mm	 • Light and easy to handle

• Waterproof, rot proof, hygienic  • Use product between -200C and +600C

• For down lighters - please refer to temperature information

• For internal use only, when installed and maintained as per our instructions the 

product is covered by a 10 year guarantee against crazing or fading due to UV light.  

	 Only a low tack masking tape may be used during installation and removed 

immediately afterwards

• Simple to cut using a fine toothed saw

• Edging and finishing trims available

Cascade Shower Panels technical information:

finishing trims

internal 
corner

PW-INTC-CHROME

external 
corner

PW-EXTC-CHROME

joining strip
PW-HSECT-CHROME

quadrant  
end cap

PW-UQUAD-CHROME

edge trim
PW-UCHAN-CHROME

NOTE: Colours may vary from those shown in this brochure

Copyright © Plastivan 2012.  All rights reserved.
This brochure may not be copied, scanned, reproduced, translated or 

converted to any electronic or machine-readable form in whole or in part 
without prior written permission from Plastivan Ltd.
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For further information visit:
www.cascadeshowerpanels.co.uk

www.plastivan.co.uk
www.cascadeshowerpanels.co.uk


